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Features 

e Six Photoconductive Materials 

e Tolerance: +40% @1 fic, +33% @ 2 fic I 4.4- 4.6 

Description I 38 Nom. 7 

The Silonex TO-5 series of photocells provide up to _ 

seven standard resistance ranges in CdS or CdSe | { 49-52 

materials. | | 

Absolute Maximum Ratings 0.4-0.5 

Operating & Storage Temperature = -60°C to +75°C Sensitive Surface _| 19-25 

Power Dissipation @ 25°C (1) 200 mW a Lg 4 5 — 
Dimensions in mm. : : 











Electrical Characteristics (T,=25°C, source at 2854°K) 

Silonex | Sensitive 

Part No | Material 

NSL-3510 ; 120 
NSL-3520 . 120 
NSL-3530 320 
NSL-3540 320 
NSL-4510 

NSL-4520 

NSL-4530 

NSL-4540 

NSL-4550 

NSL-4560 

NSL-4570 


NSL-5510 
NSL-5520 
NSL-5530 
NSL-5540 


NSL-6510| 7 
NSL-6520 te 
NSL-6530 i 





Specifications subject to change without notice 103287 REV 2 


Notes: (1) derate linearly to zero at 75°C. 
(2) 5 sec. after removal of test light. 
(3) cells light adapted at 30 to 50 Ftc for 16 hrs minimum prior to electrical tests. 
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